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	Y
	N
	COMMENTS

	A.
PORTABLE ELECTRIC EQUIPMENT (Tools and Extension Cords)

	1.
Extension Cords not used to raise or lower equipment
	
	
	

	2.
Extension cords not fastened in ways that could damage insulation
	
	
	

	3.
Correct electrical load rating for work performed
	
	
	

	4.
Portable equipment inspected before use for defects
	
	
	

	5.
Hand tools electrically grounded or double insulated
	
	
	

	6.
Hand tools have constant pressure switches
	
	
	

	7.
Defective or damaged equipment removed from service
	
	
	

	8.
Attachment and plugs always match
	
	
	

	9.
Attachment plugs and receptacles are not connected or altered to prevent grounding
	
	
	

	10.
Adapters that interrupt grounding not used
	
	
	

	11.
Only electrical equipment and cords approved for use near water or conductive liquids are used in such locations
	
	
	

	12.
Ground Fault Circuit Interrupters (GFCI) utilized for outdoor work and electrical work near water
	
	
	

	13.
Each tool in crib inspected for frayed wires and unbroken three-prong plugs
	
	
	

	14.
Portable electric ground fault interrupter available for use around wet or metallic areas
	
	
	

	15.
Each extension cord checked for fraying
	
	
	

	16.
All extension cords of at least 14 AWG wire
	
	
	

	B.
ELECTRIC HAND SAWS

	1.
Guards above and below face plate
	
	
	

	2.
Guard not clogged or jammed with sawdust
	
	
	

	C.
PNEUMATIC TOOLS

	1.
Operators have safety glasses available and use them
	
	
	

	2.
“Dead man” trigger in place
	
	
	

	3.
Air hoses not used to dust off body or clothing
	
	
	

	4.
Defect tags available to apply to defective tools or cords
	
	
	

	5.
Defective tools and cords removed from service
	
	
	

	D.
BENCH OR PEDESTAL GRINDERS

	1.
Grinders securely mounted to avoid migrating or tipping
	
	
	

	2.
Protective barriers or walls in place around grinding areas to protect other employees
	
	
	

	3.
Employees wear eye protection while grinding
	
	
	

	4.
Transparent eye shield in place on machine
	
	
	

	5.
Machine work area adequately illuminated
	
	
	

	6.
Work rest device adjusted correctly and no more than 1/8 inch from wheel
	
	
	

	7.
Tongue guard adjusted to no more than 1/4 inch from wheel
	
	
	

	8.
Work rest securely clamped
	
	
	

	9.
Speed of wheel within manufacturer’s specifications
	
	
	

	10.
Wheel securely bolted to frame
	
	
	

	11.
Two flanges at least one-third the diameter of the wheel securely mounted on each side of the wheel
	
	
	

	12.
Hood guard enclosure of wheel in place and secured
	
	
	

	13.
Venting hood in place and vent operational
	
	
	

	14.
Venting system connected to operational exhaust system
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